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EVBM-S1094L (100M)

EVBM-S1074L (70M)

Connection Pattern

MXMX

3D HDMI CAT5 Output Splitter, 2-in / 4-out with IR, GUI & Serial Control

Specifications Features

  
● Send HDMI signal to multimedia display over CAT5e/6 
   cable of up to 100/70 meters
● Transmit full uncompressed HD video and audio over cable
● Low cost standard CAT5e/6 LAN cable; advanced and 
   inexpensive all-in-one connectivity technology
● Provide various ways to control via
   (1) Front panel push button
   (2) IR remote controller
   (3) Serial control-simple serial connection
   (4) GUI operation
● Individually turn ON / OFF output port
● HDTV, 3D HDTV compatible; HDCP compliant and 
   Blu-ray ready
● Support resolution up to Full HD 1080p / 2048 x 1152
● Support Deep Color and HD Audio formats
● Unique power supply system -- single power supply 
   at Tx while Rx is not required
● Ideal for hospitality (hotels, conference rooms), 
   digital signage (airports, shopping malls), 
   surveillance cameras, whole-home networking and 
   point-to-point consumer applications

Unique Auto-sensing Functions
● 2 HDMI input ports are sorted out as higher and lower 
   priority (the system automatically displays the lower priority
   if there’s no input in higher one

Exclusive EDID Functions
● Multi-functions for EDID setting, like EDID Copy and EDID 
   Pre-setting, ensuring accurate output display
● Enable separately learn Audio and Video EDID for 
   multimedia/ Home Theater system integration
● Read and store the EDID from the connecting display to 
   the video extension

Exclusive GUI Operation Functions
● Graphically show connection status
● Most commonly used menu items are duplicated as icons 
   on the top
● Common icons are provided
● Can name and use your own images for every source and 
   display icon

Model
Transmitter Unit

EVBM-S1094L / EVBM-S1074L
Input → Output HDMI x 2  →  RJ-45 x 4 + HDMI x 1

LED Indicator
Status LED 1
Input LED 2
Output LED 4

Video Resolution (max.) Full HD (1080p@60Hz)

Extension Distance EVBM-S1094L: 100M
EVBM-S1074L:   70M

EDID Configuration 
Switch

Video
Auto/ Inventory

Audio
EDID Copy Button x 2 (Local x 1 + Remote x 1)
Serial Port (for control) DCE, DB9-F (38.4 kbps)
Power Supply DC 12V
Enclosure Metal
H x W x D (mm) 34 x 190 x 125
*Above video resolution and extension distance are based on a single CAT5e/6 24AWG 
solid cable without cascade. STP cabling is recommended for environments with high EMI 
or RFI. For the best performance results, using stranded cabling or other thinner cables, 
and coiling of excess cable lengths should be avoided.

Type 100M 70M Function
Tx

(Switch-
Splitter)

 EVBM-S1494L  EVBM-S1474L
CAT5 HDMI Switch-Splitter (4-in / 4-out) 
with Auto-sensing function, GUI, IR & 
Serial Control

Tx + Rx  EVBM-M110  EVBM-M107 CAT5 HDMI Extender Pair
Rx  EVBM-110R  EVBM-107R CAT5 HDMI Receiver 

Tx + Rx  EVBMN-M110 CAT5 HDMI Extender Pair with IR, 
Ethernet & Serial Extending

Related Products

Serial 
Control

CAT5 100M/70M

CAT5CAT5
CAT5

Receiver: EVBM-110R (100M)
                EVBM-107R ( 70M )

CAT5

(not included)


